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CL4e / CL6e
speed and endurance

FEATURES 
 High speed Throughput

 203 / 305 dpi

 4 and 6 inch print Width

 Multilingual display

 Flexible connectivity

 powerful Memory

 Windows® compatible

 rFId ready and upgradeable

AppLiCATionS
 Logistics

 distribution centre

 Warehouse

 Manufacturing



www.satoeurope.com

TECHNICAL INFORMATION

CL408e / CL412e / CL608e / CL612e

OPERATING CHARACTERISTICS
power requirements cL4e Input voltage ac200-240V (optional 100-120V)/180W (peak) 

cL6e Input voltage ac100-240V (auto switching)/180W (peak)
environment Operating 5° – 40°c (41° – 104°F) 15-85% rH, non-condensing

storage -5° – 60°c (23° – 140°F) max. 90% rH, non-condensing

esd 8kV

dimension (W x d x H): 271 x 430 x 321mm (10.7” x 16.9” x 12.6”) (W x d x H): 352 x 430 x 298mm (13.8” x 16.9” x 11.7”)

Weight 14kg (28.7lbs) 19kg (41.9lbs)
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PRINTING SPECIFICATION CL408e CL412e CL608e CL612e
printing Method direct or Thermal Transfer

print resolution, dots/mm (dpi) 8 dots/mm (203dpi) 12 dots/mm (305dpi) 8 dots/mm (203dpi) 12 dots/mm (305dpi)

Max. print area Width, mm (inch) 104mm (4.1”) 152mm (6”) 164mm (6.5”)

Length, mm (inch) 1249mm (49.2”) 833mm (32.8”) 1249mm (49.2”) 833mm (32.8”)

print speed, mm/sec (ips) up to 150mm/sec (6ips) up to 200mm/sec (8ips)

cpu 32 bit rIsc

printer Memory 18MB standard with raM storage for special characters, 4MB Flash Memory Module (option), 16MB pcMcIa (option)

COMMUNICATION INTERFACES
Optional plug-in Interface Ieee1284, centronics parallel, rs232c (2400-19,200 Baud), rs232c highspeed (9,600-57,600 baud),

usB (12Mbit/s), Lan (Tcp/Ip protocol 10/100BaseT), Wireless Lan 802.11b/g

RFID SPECIFICATION (optional)
HF standard IsO/Iec 15693

Frequency 13,56MHz

Transponder nXp I-code sLI 112 bytes

TI Tag-it HF-I 256 bytes

Infineon My-d 992 bytes

rFId Features Fully integrated uHF rFId reader / encoder module, Void marking of damaged or unreadable transponders,  
rFId data verification after programming, uId reading and printing as text and barcode

uHF standard IsO/Iec 18.000-6

Frequency 868MHz

protocols Matrics 0+, epc Gen 1 class 1, epc Gen 1 class 0, epc Gen 2 class 1, nXp ucOde 1.19

rFId Features Fully integrated HF rFId reader / encoder Module, rFId calibration function for optimal transponder performance, Void 
marking of damaged or unreadable transponders, rFId data verification after programming, Multiple rFId power settings 
allow users to use individual transponder sizes, dIp (direct Inlay printing) allows to use short pitch labels down 4 mm, pWp 
function allows flexible inlay positions, TId reading and printing as text and barcode

Gen2 Memory expanded epc (240bit), user Memory (512bit), TId (64bit), access password (16bit), Kill password (16bit), Lock

FONTS / SYMBOLOGIES
Fonts standard Fonts Bitmap Fonts alphanumerical and symbol: WB (18x30 dot), WL (28x52 dot), Xu (5x9 dot), Xs (17x17 dot), XM (24x24 dot),  

XB (48x48 dot), XL (48x48 dot), Ocr-a (15x22 dot), Ocr-a (22x23 dot), Ocr-B (20x24 dot), Ocr-B (30x36 dot)
rasterized Fonts cG Times, cG Triumvirate

Barcode 1d Barcode upc-a/e, Jan/ean-8/13, code 39, code 128, Gs1-128 (ucc /ean128), codabar (nW–7), Interleaved 2 of 5, Bookland (2/5 
char add-on code), Gs1 databar (rss14), composite Jan/ean-8/13; composite upc a/e; composite Gs1 128/cc

2d Barcode pdF417 (Ver2.4), MaXI code (Ver3.0), Qr code, Gs1 data Matrix (ecc200)

print rotation character data / Barcode 0°, 90°, 180°, 270°

MISCELLANEOUS
certifications Fcc, uL, csa, ccc, ce, rOHs compliant

Function useful Features Hex dump, custom character design, sequential numbering, Form storage and recall for faster data retrieving of complex 
format, applicator interface

self diagnosis checking Head check, paper end detection, ribbon end / near-end detection (remaining 15 – 30m),
auto sensing for continuous forms, Memory card error detection, auto print head detection, Test print

OPTIONS
accessories cutter, dispenser with Internal Backing paper rewinder, pcMcIa Memory expansion, Flash rOM Memory expansion,  

real-Time clock, rewinder, unwinder, saTO smart Keyboard, rFId (HF* & uHF), saTO Label Gallery™

*Only for cL408e and cL412e model

CONSUMABLES SPECIFICATION (Recommended to use printer supplies manufactured or certified by SATO)
sensor Type I-Mark sensor (reflective), Label Gap sensor (Transmissive)

Media Type roll or fan-fold die cut labels, plain paper face stock, synthetics and continuous stock

Media Thickness 0.08 – 0.26mm (0.003” – 0.01”)

Label shape diameter Max. outside diameter: Ø 218mm (8.6”), core diameter: Ø 38.1mm (1.5”) or Ø 76.2mm (3”)

Wind direction Face-in

Label size continuous Width 22 – 128mm (0.87” – 5.04“) 22 – 128mm (0.87” – 5.04“) 47 – 177mm (1.85” – 6.97“) 47 – 177mm (1.85” – 6.97“)

Length 6 – 1249mm (0.24” – 49.2“) 6 – 833mm (0.24” – 32.8“) 16 – 1249mm (0.63” – 49.2“) 16 – 833mm (0.63” – 32.8“)

Tear-Off Width 22 – 128mm (0.87” – 5.04“) 22 – 128mm (0.87” – 5.04“) 47 – 177mm (1.85” – 6.97“) 47 – 177mm (1.85” – 6.97“)

Length 17 – 1249mm (0.67” – 49.2“) 17 – 833mm (0.67” – 32.8“) 21 – 1249mm (0.83” – 49.2“) 21 – 833mm (0.83” – 32.8“)

cutter Width 22 – 128mm (0.87” – 5.04“) 22 – 128mm (0.87” – 5.04“) 47 – 177mm (1.85” – 6.97“) 47 – 177mm (1.85” – 6.97“)

Length 17 – 1249mm (0.67” – 49.2“) 17 – 833mm (0.67” – 32.8“) 32 – 1249mm (1.26” – 49.2“) 32 – 833mm (1.26” – 32.8“)

dispenser Width 22 – 128mm (0.87” – 5.04“) 22 – 128mm (0.87” – 5.04“) 47 – 177mm (1.85” – 6.97“) 47 – 177mm (1.85” – 6.97“)

Length 17 – 1249mm (0.67” – 49.2“) 17 – 833mm (0.67” – 32.8“) 22 – 1249mm (0.87” – 49.2“) 22 – 833mm (0.87” – 32.8“)

ribbon Width: 39.5mm (1.56”) to 111mm (4.37”), 
Max. Length: 450m (1476’), core diameter: Ø 25.4mm (1”), 
Wind direction: Face-in

Width: 146mm (5.75”) to 165mm (6.5”), 
Max. Length: 450m (1476’), core diameter: Ø 25.4mm (1”), 
Wind direction: Face-in


